
Upgrade instructions for the UP Box CPU 

Precautions  

Using Anti Static Wrist Strap: 

Place the anti static wrist strap on your wrist with the earth attached to an unpainted metal surface of the 
system or if it has a wall plug then plug it into the wall (May vary depending on model of Wrist Strap). Do not 
remove the device from the antistatic bag until you are ready to install the device in the system. When 
Handling the CPU try to only pick it up by the corners and edges as this will prevent the CPU from being 
damaged by ESD. 

 

If you need to lay the device down while it is out of the antistatic bag, lay it on the antistatic bag. Before you 
pick it up again, Make sure that the anti static wrist strap is attached to your wrist and handle the devices 
carefully to prevent permanent damage. 

 

Without an Anti Static Wrist Strap: 

If you do not have a wrist strap, before you remove the product from its packaging to install or replace 
hardware, touch an unpainted metal surface of the system for a minimum of 5 seconds. 
Do not remove the device from the antistatic bag until you are ready to install the device in the system. 
With the device still in its antistatic bag, touch it to the metal frame of the system. When Handling the CPU try 
to only pick it up by the corners and edges as this will prevent the CPU from being damaged by ESD. 

 

If you need to lay the device down while it is out of the antistatic bag, lay it on the antistatic bag. Before you 
pick it up again, touch the antistatic bag and the metal frame of the system at the same time and handle the 
devices carefully to prevent permanent damage. 

 

Before Starting the install/replace process, please ensure that the printer is turned off and that you have 
earthed yourself by either using an anti static wrist strap or by holding a piece of unpainted metal on the 
system. 

 
 
 
 
 
 
 
 
 
 



  
1. Undo 8x hex screws on the back of the printer and remove cover.(see image below) 

 
 

 
2. Remove CPU, being careful not to damage the CPU or bend the pins that connect the CPU to the 

motherboard 

 
3. Place in an anti-static bag if possible, otherwise a zip lock bag will suffice, this way you have a spare 

for later just in case your CPU needs replacing. 
 

4. Once you have removed the old CPU, place the new CPU into the socket on the motherboard, ensure 
that the CPU is installed the correct way otherwise the CPU with not function. Make sure that the text 
on the CPU (e.g D-210904) is written in the same direction as the text on the motherboard. 



 

5. Install the WiFi antenna by lining up the gold circular connector with the gold circular end of the black 
antenna cable then press on the top of the gold end of the black cable until the cable plugs into the 
CPU. 

 

 
 
 

6. Mount the PCB of the antenna to the case of the printer by removing the seal on the sticky tape and 
pressing firmly against the PCB. 



 

  
 
 

https://3dprintingsystems.freshdesk.com/support/solutions/articles/4000096258-how-to-connect-to-your-wifi-3d-printer

